1 CLAIMS 

2 

3 We Claim: 

4 

5 1. A boat seat release system for releasing a taper lock pedestal from a taper 

6 lock base, comprising: 

7 a collar attachable to a taper lock pedestal; and 

8 a pedal pivotally attached to said collar for selectively engaging a taper lock 

9 lever attached to a taper lock base. 
10 

11 

12 2. The boat seat release system of Claim 1, wherein said collar has a receiver 

13 opening for receiving a taper lock pedestal. 
14 

15 

16 3. The boat seat release system of Claim 2, wherein said receiver opening has 

17 an inner diameter capable of receiving a taper lock pedestal. 
18 

19 

20 4. The boat seat release system of Claim 1, wherein said collar has a first 

21 segment pivotally supporting said pedal and a second segment attachable to said first 

22 segment about a taper lock pedestal. 
23 

24 

25 5. The boat seat release system of Claim 4, wherein said first segment and said 

26 second segment form a receiver opening for receiving a taper lock pedestal. 
27 

28 
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1 6. The boat seat release system of Claim 4, wherein said first segment and said 

2 second segment each form a semi-circular structure. 
3 

4 

5 7. The boat seat release system of Claim 4, wherein said first segment has a 

6 neck that pivotally supports said pedal. 
7 

8 

9 8. The boat seat release system of Claim 1, wherein said pedal includes an 

10 engaging face for engaging a taper lock lever of a taper lock base. 
11 
12 

13 9. The boat seat release system of Claim 1, wherein said pedal has an extended 

14 portion that is engageable by a foot of a user. 
15 

16 

17 10. The boat seat release system of Claim 1, wherein said pedal has a lower 

18 portion that engages an upper surface of a taper lock base when pivoted downwardly to 

19 apply a lifting force to said collar. 
20 

21 

22 1 1. A boat seat release system for releasing a taper lock pedestal from a taper 

23 lock base, comprising: 

24 a collar attachable to a taper lock pedestal; 

25 a pedal pivotally attached to said collar for selectively engaging a taper lock 

26 lever attached to a taper lock base; and 

27 one or more wheels attached to a lower and inner portion of said pedal for 

28 engaging an upper surface of a taper lock base for applying a lifting force to said collar 

29 when said pedal is pivoted downwardly. 
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1 

2 

3 12. The boat seat release system of Claim 11, wherein said collar has a receiver 

4 opening for receiving a taper lock pedestal. 
5 

6 

7 13. The boat seat release system of Claim 12, wherein said receiver opening 

8 has an inner diameter capable of receiving a taper lock pedestal. 
9 

10 

11 14. The boat seat release system of Claim 11, wherein said collar has a first 

12 segment pivotally supporting said pedal and a second segment attachable to said first 

13 segment about a taper lock pedestal. 
14 

15 

16 15. The boat seat release system of Claim 14, wherein said first segment and 

17 said second segment form said receiver opening. 
18 

19 

20 16. The boat seat release system of Claim 14, wherein said first segment and 

21 said second segment each form a semi-circular structure. 
22 

23 

24 17. The boat seat release system of Claim 14, wherein said first segment has a 

25 neck that pivotally supports said pedal. 
26 

27 

28 18. The boat seat release system of Claim 11, wherein said pedal includes an 

29 engaging face for engaging a taper lock lever of a taper lock base. 
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1 

2 

3 19. The boat seat release system of Claim 11, wherein said pedal has an 

4 extended portion that is engageable by a foot of a user. 
5 

6 

7 20. A boat seat release system for releasing a taper lock pedestal from a taper 

8 lock base, comprising: 

9 a collar having a receiver opening for receiving a taper lock pedestal, wherein 

10 said receiver opening has an inner diameter capable of receiving a taper lock pedestal; 

11 a pedal pivotally attached to said collar for selectively engaging a taper lock 

12 lever attached to a taper lock base, wherein said pedal includes an engaging face for 

13 engaging a taper lock lever of a taper lock base and wherein said pedal has an extended 

14 portion that is engageable by a foot of a user; 

15 one or more wheels attached to a lower and inner portion of said pedal for 

16 engaging an upper surface of a taper lock base for applying a lifting force to said collar 

17 when said pedal is pivoted downwardly; 

18 wherein said collar has a first segment pivotally supporting said pedal and a 

19 second segment attachable to said first segment about a taper lock pedestal, wherein 

20 said first segment and said second segment form said receiver opening for receiving a 

21 taper lock pedestal, and wherein said first segment and said second segment each form 

22 a semi-circular structure; and 

23 wherein said first segment has a neck that pivotally supports said pedal. 
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